
Citrall is property of Cal Crop USA II L.L.C.

Directions For Use:
It is a violation of Federal to use this product in a manner inconsistent with its labeling.

Caution:
Avoid contact with skin, eyes, or clothing. Wash thoroughly with soap and water after handling.
IF ON SKIN: Wash with plenty of soap and water. Get medical attention if any irritation occurs.

IF IN EYES: Flush eyes with plenty of water. Call a physician if any irritation occurs.

SStorage and Disposal:
Do not contaminate other pesticides, fertilizers, water, food, or feed by storage or disposal. Do not use or store near heat, open flame,
or hot surfaces. Keep out of reach of children or animals. Store in original containers only. Store in a cool, dry place and avoid excess heat.

Do not freeze. Do not store indirect sunlight. Do not reuse empty container; wrap and discard in trash or triple rinse with water 
and offer for recycling. 

Use Restrictions:
Do not use this product if it cannot be applied according to the use patterns on this label. Do not let diluted spray mixture stand 

in a spin a sprayer or container overnight. 
For use as a fungicide to control and suppress certain plant diseases.

Application Timing and Pest Pressure: Apply Citrall at the first sign of disease presence. Repeat this application every 5 to 21 days 
depending on disease presence. Do not make more than 20 applications of Citrall per growing season (60 times a year). Do not 
apply Citrall within 12 hours of crop harvest.
Application Rates: 
 Pump Type Sprayer: Citrall is designed to be used at a rate of 2 ounces per gallon of water with the solution applied at a rate
 of 9.2 ounces per 100 square feet (32 gallons of applied solution per acre, 64 ounces of Citrall applied per acre).
  Commercial Hose End Sprayer: Citrall is designed to be used at a rate of 1 ounce per gallon on hose end sprayers with the spray
 solution applied at a rate of 18.4 ounces per 100 square feet (64 gallons of spray solution applied per acre, 64 ounces of Citrall
 applied per acre).
Mixing Directions: 
 Hand Held or Back Pump Type Sprayer: Close the container cap tightly and shake the Citrall container well before adding Citrall
 to the spray tank.Add the correct amount of Citrall first, then add the appropriate amount of water into the container. Optimum
 water pH range for pump sprayer is 5.5 to 6.0. If the tank pH stays above 6.0 after Citrall is added to the tank, recommended 
  buffering agents to lower the pH to 6.0 - such as vinegar (1 tablespoon per gallon) - should be used in future applications to keep
 the water pH down. Do not buffer with propionic acid based products, battery acid, or similar products. After mixing, shake spray
 tank mix before and during application to prevent settling of product. 
 Commercial Hose End Sprayer: Close the container cap tightly and shake the Citrall container well before adding the Citrall to
 your hose end sprayer container. After use, pour any unused product back into the Citrall container and close the cap tightly.
Spray Timing: It’s best to spray in the morning to maximize product performance.
SpSpray Temperature: The optimum temperature range to apply Citrall is between 50 and 90 degrees Fahrenheit. Minimum application
temperature is 50 degrees Fahrenheit. Maximum recommended application temperature is 100 degrees Farhenheit. 
Rain Timing: Do not apply if rain is forecasted or overhead water is to occur within 12 hours. 


